AC Power Distribution Panel and AC 1

8' Height Chain Link Perimeter Fence

1000 Gallon Propane Tank

(Minimum 10 feet from Shelter)
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Telepone line entry (sealed) with
interior grounding bar
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Flying J Site Plan
12'x30' Shelter

Outside Generator

This preliminary drawing

approximates the location of tower,

shelter, generator, and utilities to L
facilitate the site planning. Final Preliminary
design and technical drawings will be February 1, 2007
provided by the Tower/Site contractor.
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| power entrance location
Note:.Main disconnect to be supplied
by crwner and mounted outside of

building.
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Site Dimension
32'x 61'

(] e/ [
0 Gat 10'Gate—
\ 200" |
| |
City of
Future Use . C d M M < »
A @aniEmery Coun ;s(c)infbiner Géeat;alls Combiner mbiner 2 - 5I
ombiner
B 5 &b
-
N
=b Mobile Data Entry Ice Bridge
4'-7 5[16" DOT Great Falls o & IM|Motor! Port 6 feet Tower
Pub ||c%§s DOT last| Trunking
mile
2'-10" 210
4‘ 7 I A 3-0"
ascade Great F: % 2'-10" Future ™ 3-0 IMMotorl
AC Power Count Fire Re: Fo%vc Microwave L ‘ Trunking ﬁ
Distribution Panel
ﬁp Great Fal =
Policg FBI e M Mot_orl
County 6 D ‘ :@ 6 icrowave ‘ Trunking 6
L N
30-0"




This preliminary drawing .
approximates the location of Flyl ng J

equipment and racks to facilitate the

shelter order. Final design and 1 2'X30' S h elte r Layo ut

technical drawings will be provided by . Preliminary
the manufacturer of the shelter Outside Generator February 1, 2007

Telepone line entry (sealed) with
interior grounding bar
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AC Power
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AC Power Distribution Panel and AC
power entrance location
Note: Main disconnect to be supplied
by owner and mounted outside of
building.

1) Al radio racks will be 19" wide x 7' tall.
Allocated floor space for each rack is 2'x2'

2) All combiner racks will have 2.5'x2.5'
allocated floor space.




